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§1917.51

TABLE A—Continued

Safe working load Proof load

Over 50 short tons (45.4 met- | 10 percent in excess.
ric tons).

(iii) Every spreader that is not a part
of ship’s gear and is used for handling
intermodal containers shall be in-
spected and tested before initial use to
a proof load equal to 25 percent greater
than its rated capacity. In addition,
any spreader that suffers damage ne-
cessitating structural repair shall be
inspected and retested after repair and
before being returned to service.

(iv) All cargo handling gear covered
by this section with a SWL greater
than five short tons (10,000 1bs. or 4.54
metric tons) shall be proof load tested
according to Table A of this section
every 4 years in accordance with para-
graph (b) of this section or by a des-
ignated person.

(v) Certificates and inspection and
test records attesting to the tests re-
quired by this section shall be avail-
able for inspection.

(6) Wire rope and loose gear obtained
after October 3, 1983, and used for ma-
terial handling shall have been tested
and certificated before being placed
into use in accordance with the provi-
sions of paragraphs (a), (¢), and (d) of
§§1919.31 and 1919.32 through 1919.34 of
this chapter as applicable. Certificates
attesting to the required tests, inspec-
tions and examinations shall be avail-
able.

(d) Disassembly and reassembly of
equipment does not require recertifi-
cation of the equipment provided that
the equipment is reassembled and used
in a manner consistent with its certifi-
cation.

(e) For equipment certificated in ac-
cordance with paragraph (b)(2) of this
section and transferred to a job site in
another state, the current certification
shall remain valid until the next in-
spection or examination becomes due.

(f) Certification procedures shall not
be construed as a substitute for, or
cause for elimination of, normal oper-
ational inspection and maintenance
routine throughout the year.

(2)(1) Every unit of equipment requir-
ing quadrennial certification shall
have had such quadrennial certifi-
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cation within the previous 48 months.
Equipment requiring annual certifi-
cation shall have had such annual cer-
tification within the previous 12
months, except that no annual certifi-
cation is required within 12 months
after any required quadrennial certifi-
cation. Annual examinations for cer-
tification may be accomplished up to
one month early without effect on sub-
sequent due dates.

(2) When certificated equipment is
out of service for 6 months or more be-
yond the due date of a certification in-
spection, an examination equivalent to
an initial certification, including unit
proof load test, shall be performed be-
fore the equipment re-enters service.

(h) Loose gear obtained after October
3, 1983 shall bear a legible mark indi-
cating that it has been tested (see
paragraph (c)(6) of this section). Single
sheave blocks shall be marked with
safe working loads and proof test loads.
Marks relating to testing shall be iden-
tifiable on the related certificates,
which shall be available.

(i) Safe working load. (1) The safe
working load of gear as specified in
this section shall not be exceeded.

(2) All cargo handling gear provided
by the employer with a safe working
load greater than five short tons (10,000
1bs. or 4.54 metric tons) shall have its
safe working load plainly marked on it.

(j) Exceptions: The certification re-
quirements of this section do not apply
to the following equipment:

(1) Small industrial crane trucks as
described on page 8 and illustrated on
page 13 of ASME B56.1, 1959, ‘‘Safety
Code for Powered Industrial Trucks’’,
and powered industrial trucks;

(2) Any straddle truck not capable of
straddling two or more intermodal con-
tainers 16 feet (4.88 m) in width; and

(3) Gear used only for handling or
holding hoses, handling ship’s stores or
handling the gangway.

[48 FR 30909, July 5, 1983, as amended at 49
FR 28551, July 13, 1984; 61 FR 5509, Feb. 13,
1996; 62 FR 40200, July 25, 1997; 64 FR 61506,
Nov. 12, 1999; 65 FR 40940, June 30, 2000]

§1917.51 Hand tools.

(a) Hand tools used by employees
shall be maintained in safe operating
condition.
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(b)(1) Hand-held portable electric
tools shall be equipped with switches
that must be manually held in a closed
position to operate the tool.

(2) Portable power-driven circular
saws shall be equipped with guards
above and below the base plate or shoe.
The upper guard shall cover the saw to
the depth of the teeth, except for the
minimum arc needed to permit the
base to be tilted for bevel cuts. The
lower guard shall cover the saw to the
depth of the teeth, except for the min-
imum arc needed to allow proper re-
traction and contact with the work.
When the tool is withdrawn from the
work, the lower guard shall automati-
cally and instantly return to the cov-
ering position.

(c) Only cutting tools shall be used to
cut metal strapping or banding used to
secure cargo.

Subpart D—Specialized Terminals

§1917.70 General.

The provisions of this subpart D shall
apply to specialized terminals in addi-
tion to any other applicable require-
ments of this part.

§1917.71 Terminals handling inter-
modal containers or roll-on roll-off
operations.

(a) Every intermodal container shall
be legibly and permanently marked
with:

(1) The weight of the container when
empty, in pounds;

(2) The maximum cargo weight the
container is designed to carry, in
pounds; and

(3) The sum of the weight of the con-
tainer and the cargo, in pounds.

(b) No container shall be hoisted by
any crane or derrick unless the fol-
lowing conditions have been met:

(1) The employer shall ascertain from
the carrier whether a container to be
hoisted is loaded or empty. Empty con-
tainers shall be identified before load-
ing or discharge in such a manner as
will inform every supervisor and fore-
man on the site and in charge of load-
ing or discharging, or every crane or
other hoisting equipment operator and
signalman, if any, that such container
is empty. Methods of identification
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may include cargo plans, manifests or
markings on the container.

(2) In the case of a loaded container:

(i) The actual gross weight shall be
plainly marked so as to be visible to
the crane or other hoisting equipment
operator or signalman, or to every su-
pervisor and foreman on the site and in
charge of the operation; or

(ii) The cargo stowage plan or equiva-
lent permanently recorded display
serving the same purpose, containing
the actual gross weight and the serial
number or other positive identification
of that specific container, shall be pro-
vided to the crane or other hoisting
equipment operator and signalman, if
any, and to every supervisor and fore-
man on the site and in charge of the
operation.

(3) Every outbound loaded container
which is received at a marine terminal
ready to load aboard a vessel without
further consolidation or loading shall
be weighed to obtain the actual gross
weight, either at the terminal or else-
where, before being hoisted.

(4)(1) When container weighing scales
are located at a marine terminal, any
outbound container with a load con-
solidated at that terminal shall be
weighed to obtain an actual weight be-
fore being hoisted.

(ii) If the terminal has no scales, the
actual gross weight may be calculated
on the basis of the container’s contents
and the container’s empty weight. The
weights used in the calculation shall be
posted conspicuously on the container,
with the name of the person making
the calculation and the date.

(5) Open type vehicle carrying con-
tainers and those built specifically and
used solely for the carriage of com-
pressed gases are excepted from para-
graphs (b)(3) and (b)(4) of this section.

(6) Closed dry van containers car-
rying vehicles are exempted from para-
graph (b)(4) of this section provided
that:

(i) The container carries only com-
pletely assembled vehicles and no
other cargo;

(ii) The container is marked on the
outside in such a manner that an em-
ployee can readily discern that the
container is carrying vehicles; and

(iii) The vehicles were loaded into
the container at the marine terminal.
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